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MAXIMUM VENTILATION FOR PEAK PERFORMANCE, SAFETY 
 
 

From exhausting the bilge to providing engines with maximum air flow, 

every well-engineered vessel incorporates a complete, considered ventilation 

plan using top-quality components. The leader in this field is Delta "T" 

Systems. It offers a full line of DC fans, blowers and controls for custom 

built, OEM and refit applications, and the engineering staff to design the 

perfect, vessel-specific system. 

All Delta "T" fans and blowers are built specifically for a marine 

environment; they're not adapted from another industry. With ignition-

protected operation, they're ideal for both diesel and gasoline powered 

vessels. Available in 12 and 24VDC, they feature continuous-duty ratings, 

enclosed double shielded ball bearing motors, stainless steel shafts with O-

ring seals, dynamically balanced armatures, and quiet, vibration-free 

operation. 

The company's 9" and 11" Axial Fans have flow rates of 737 and 1,424 

CFM, respectively. Built of glass-filled nylon, they're nearly indestructible. 

They feature reversible hub/blade assemblies and motor polarity, so they 

can push or pull air as needed. They're CE marked and conform to SAE 

J1171, ISO 8846 and ISO 9097. 

The high-performance LIL' Champ 4" DC Blower from Delta "T" 

Systems has a free air flow rate of 350 CFM. Its performance bests all its 
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competition by at least 100 CFM. A powder-coated universal bracket 

provides not only an extremely secure and robust attachment point, but 

delivers the versatility to be installed where it 's needed, in an almost 

limitless variety of configurations. It 's CE marked and conforms to SAE 

J1171, ISO 8846, ISO 9097, EMC Directive 89/336/EEC and IP 68. 

Delta "T" Systems' 3" DC Blower is ideal for OEM and refit 

applications. The flange mount frame makes for easy replacement of existing 

blowers. The sealed unit has a flow rate of 125 CFM at 0 inches of static at 

12V, with a mere 8.2A draw. 

The company's next-generation DCT2 12/24 DC Fan Control System is 

capable of running four fans or blowers in two speeds, in either fully 

automatic or manual modes. It 's available in both 12 and 24 VDC with 

reduced noise and current draw, simple installation and maintenance, and 

fire shutdown capabilities. 

Contact Delta "T" Systems, 858 W 13th Ct., Riviera Beach, FL 33404. 

561-204-1500; Fax: 561-848-1611. info@deltatsystems.com; 

www.deltatsystems.com. 


